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Installation  example  on  the  flight  model  (wing):

The  following  pulling  on  the  attachments  ensures  and  checks  whether  the  attachments  are  firmly  seated  and  locked.

The  locker  is  locked  and  unlocked  using  the  supplied  switching  magnet,  attachments  are  preferably  in  the

1x  switching  
magnet  1x  protective  pad  black

locked  state  on  the  fastened  hook  screw  until  the  locker  locks  with  a  clear  clicking  noise.

Package  contents:

1.  As  a  first  step,  a  location  for  the  slack  is  found,  preferably  close  to  the  main  spigot.

Further  installation  examples  and  videos  are  available  on  the  homepage:  www.khlinkert.de/

Observe  the  safety  instructions  for  the  magnet!

2.  The  selected  switching  distance  should  be  approx.  19mm  +1mm/  -x  mm.  The  switching  magnet  15mm  x15mm  is  provided  with  the  
self-adhesive  protective  pad  and  switches  most  safely  with  a  movement  in  or  against  the  direction  of  flight  90  degrees  to  the  loose  axis.  
Depending  on  the  orientation  of  the  north/south  switching  magnet,  the  locker  locks  or  unlocks.

4x  M3x16  countersunk  screw

The  loose  body  can  be  screwed  behind  the  wing  root  rib  as  well  as  on  the  fuselage  side  with  a  molded  root  rib  behind  it.  It  must  be  
ensured  that  the  switching  distance  to  the  locker  is  maintained.

2x  Linkert  Lock  body

It  is  important  to  ensure  that  the  locker  is  mounted  parallel  to  the  axis  of  the  extension  tube.

You  have  purchased  a  Linkert  Lock  System  with  which  you  can  invisibly,  quickly  and  safely  assemble  and  disassemble  
attachments  such  as  wings,  vertical  stabilizers  and  canopies  on  model  aircraft.

1x  center  point

2x  hook  screw
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4.  The  hook  screw  is  glued  directly  or  using  an  M4  drive-in  or  screw-in  nut

Neither  the  manufacturer  Linkert  Construction  nor  the  distributors  can  oversee  the  specific  application  and  assembly  of  the  
Locker  components.  For  this  reason,  we  assume  no  liability  for  consequential  damage,  loss  or  costs  arising  from  the  use  or  
operation  of  the  Linkert  Locker.

(not  included  in  the  scope  of  delivery)  fastened  and  screwed  and  countered  with  a  locking  nut.  It  is  important  to  ensure  that  
there  is  sufficient  material  for  the  introduction  of  force.  The  setting  should  be  selected  in  such  a  way  that  the  add-on  parts  are  
seated  without  play  but  can  be  securely  locked  and  unlocked.

3.  In  the  next  step,  the  position  of  the  hook  screw  is  printed  with  a  precise  fit  on  the  opposite  side  using  the  centering  point.
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